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47 CFR Ch. I (10–1–06 Edition) § 22.591 

POINT-TO-POINT OPERATION 

§ 22.591 Channels for point-to-point 
operation. 

The following channels are allocated 
for assignment to fixed transmitters 
that support other transmitters that 
provide public mobile service. Unless 
otherwise indicated, all channels have 
a bandwidth of 20 kHz and are des-
ignated by their center frequencies in 
MegaHertz. 

VHF Channels 

72.02 72.36 72.80 75.66 
72.04 72.38 72.82 75.68 
72.06 72.40 72.84 75.70 
72.08 72.42 72.86 75.72 
72.10 72.46 72.88 75.74 
72.12 72.50 72.90 75.76 
72.14 72.54 72.92 75.78 
72.16 72.58 72.94 75.80 
72.18 72.62 72.96 75.82 
72.20 72.64 72.98 75.84 
72.22 72.66 75.42 75.86 
72.24 72.68 75.46 75.88 
72.26 72.70 75.50 75.90 
72.28 72.72 75.54 75.92 
72.30 72.74 75.58 75.94 
72.32 72.76 75.62 75.96 
72.34 72.78 75.64 75.98 

72.10 72.46 72.88 75.74 
72.12 72.50 72.90 75.76 
72.14 72.54 72.92 75.78 
72.16 72.58 72.94 75.80 
72.18 72.62 72.96 75.82 
72.20 72.64 72.98 75.84 
72.22 72.66 75.42 75.86 
72.24 72.68 75.46 75.88 
72.26 72.70 75.50 75.90 
72.28 72.72 75.54 75.92 
72.30 72.74 75.58 75.94 
72.32 72.76 75.62 75.96 
72.34 72.78 75.64 75.98 

UHF Channels—State of Hawaii 

488.250 .... 491.250 489.750 .... 492.750 
488.750 .... 491.750 490.250 .... 493.250 
489.250 .... 492.250 490.750 .... 493.750 

(a) The 72–76 MHz channels may be 
assigned under developmental author-
ity pursuant to the requirements of 
§ 22.413. The 72–76 MHz channels may 
also be used in point-to-multipoint 
configurations. The 72–76 MHz channels 
are also allocated for assignment in the 
Private Radio Services (see part 90 of 
this chapter). 

(b) [Reserved] 
(c) Channels in the frequency ranges 

488.250–490.750 and 491.250–493.750 MHz 
may be assigned only to inter-island 

fixed stations located in the State of 
Hawaii. 

[59 FR 59507, Nov. 17, 1994; 60 FR 9889, Feb. 22, 
1995, as amended at 70 FR 19309, Apr. 13, 2005] 

§ 22.593 Effective radiated power lim-
its. 

The effective radiated power of fixed 
stations operating on the channels list-
ed in § 22.591 must not exceed 150 Watts. 
The equivalent isotropically radiated 
power of existing fixed microwave sta-
tions (2110–2130 and 2160–2180 MHz) li-
censed under this part (pursuant to 
former rules) must not exceed the ap-
plicable limits set forth in § 101.113 of 
this chapter. 

[70 FR 19309, Apr. 13, 2005] 

§ 22.599 Assignment of 72–76 MHz 
channels. 

Because of the potential for inter-
ference to the reception of TV Chan-
nels 4 and 5 by broadcast television 
sets and video recorders, assignments 
of the 72–76 MHz channels are subject 
to the following conditions: 

(a) Assignments of 72–76 MHz chan-
nels for use within 129 kilometers (80 
miles) of a full service TV station 
transmitting on TV Channel 4 or 5 are 
subject to the condition that the li-
censee must eliminate any interference 
caused to television reception on TV 
Channels 4 and 5. If the FCC notifies 
the licensee of an interference problem 
and the licensee does not resolve the 
problem within 90 days of such notifi-
cation, operation of the interfering 72– 
76 MHz fixed station must be imme-
diately discontinued. 

(b) 72–76 MHz channels may be as-
signed for use within 16 kilometers (10 
miles) of a full service TV station 
transmitting on TV Channel 4 or 5 
under a developmental authorization, 
pursuant to § 22.413. However, for use 
within 50 meters (164 feet) of a TV sta-
tion transmitting on TV Channel 4 or 5, 
72–76 MHZ channels may be assigned 
under a regular authorization, rather 
than a developmental authorization. 

§ 22.601 Existing microwave stations 
licensed under this part. 

Existing microwave stations (2110– 
2130 and 2160–2180 MHz) licensed under 
this part (pursuant to former rules) are 

VerDate Aug<31>2005 00:46 Oct 24, 2006 Jkt 208197 PO 00000 Frm 00072 Fmt 8010 Sfmt 8010 Y:\SGML\208197.XXX 208197


		Superintendent of Documents
	2010-10-20T05:52:14-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




